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	Hoss Plate
	Total Square inches
	Maximum sized foot pad  that can 
	Load capacity pending on foot pad 
	

	
	per Hoss Plate
	be used with Hoss Plate
	size that is applied to the Hoss Plate 

	
	
	
	
	
	

	24" HP
	452sq in
	452sq in divided by 3=150sq. In.
	78,500--150,000lbs
	
	

	
	
	
	
	
	

	30" HP
	706sq in
	706/3=235sq. In.
	78,500--235,000lbs
	
	

	
	
	
	
	
	

	36" HP
	1,017sq in
	1,017/3=339sq. In.
	78,500--339,000lbs
	
	

	
	
	
	
	
	

	48” HP
	1,808sq in
	1,808/3=602sq. In.
	78,500-602,000
	
	

	
	
	
	
	
	

	*Industry standards recommend Hoss Plate be 3 times larger than the foot pad coming off the truck.
	
	

	*Foot pad must have no less than 75 square inches of surface area.
	
	
	

	*To determine square inches refer to examples below.
	
	
	

	*Example:  8" x 10" foot pad is figured by multiplying 8x10=80sq. In.
	
	
	

	*Example:  10" diameter round foot pad is figured by multiplying 3.14 x radius squared.  3.14x5x5=78.5sq. In.
	

	*Load rating is applicable on hard flat surfaces.  Variance in surfaces can alter load rating.
	
	

	*Load rating was conducted in a private testing lab with ASTM standard D-1621 final results of 1,000lbs psi.
	

	
	
	
	
	
	

	Note:  Never use Hoss Plate to bridge across two surfaces.
	
	
	


